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UNDERGROUND MINE COMPRESSORS 
Electric Driven Oil-Injected Screw Compressors: Underground Converted Models 

General InformaƟon GA75 GA132 GA160 

DimensionsÊLxWxHÊ(mm) 2250ÊxÊ1130ÊxÊ1160 2900ÊxÊ1303xÊ1408 3020ÊxÊ1430ÊxÊ1515 

MassÊ(kg) 1960 3300 3860 

DischargeÊOutlet 50mmÊEverƟteÊ2’’Ê
MaleÊSpudÊwithÊ

50mmÊEverƟteÊ2’’Ê
MaleÊSpudÊwithÊ

50mmÊEverƟteÊ2’’Ê
MaleÊSpudÊwithÊ

GA110 

2900ÊxÊ1450ÊxÊ1370 

3780 

50mmÊEverƟteÊ2’’Ê
MaleÊSpudÊwithÊ

GA250 

3385ÊxÊ2117ÊxÊ1700 

5160 

50mmÊEverƟteÊ2’’Ê
MaleÊSpudÊwithÊ 

Engine GA75 GA132 GA160 

Volts 500 500 500 

Kva 93,7 165 200 

MainÊElectricÊMotorÊ(Kw) 75 132 160 

MainÊElectricÊMotorÊ(Hp) 100 177 200 

StartÊAmpsÊ(Star-Delta) 255 380 510 

FullÊLoadÊamps 136 260 255 

SupplyÊCircuitÊBreaker 250ÊAmp 350ÊAmp 350ÊAmp 

ElectricÊSupplyÊCablingÊ(4ÊCore) 35mmÊ 95mmÊ 95mm 

VolumeÊ(Cfm) 462 858 1070 

PressureÊ(Bar) 7,5Ê 7,5 7,5 

GA110 

500 

137,5 

110 

150 

378 

187 

300ÊAmp 

95mmÊ 

700 

7,5 

GA250 

500 

313 

250 

335 

1100 

380 

500ÊAmp 

120mmÊ 

1548 

7,5 

Other features   

EmergencyÊStopÊSwitch ReliableÊMotorÊ&ÊDriveÊTrain ForkÊLiŌÊSlotsÊ 

IntegratedÊAŌercoolerÊ(CertainÊFleetÊMo-
delsÊonly) 

AnsulÊAutomatedÊFireÊSuppressionÊSystemÊ
(CertainÊFleetÊModelsÊonly) 

SANSÊGovernmentÊApprovedÊSafetyÊRelieveÊ
ValveÊandÊVesselÊCerƟficate 

9ÊKgÊFireÊExƟnguisher StrobeÊlightÊ(IndicaƟngÊUnitÊisÊoperaƟonal) FiƩedÊwithÊPhaseÊProtecƟonÊRelay 


